K.A.R. 28 - Articles 15 and 15a

APPLICATION FOR PERMITS; DOMESTIC WATER SUPPLY
28-15-1 to 28-15-10. Revoked May 1, 1982.

28-15-11. Revoked October 1, 2004.

28-15-12. Public Water Supply Fee Fund.

28-15-13. Revoked October 1, 2004.

28-15-14. Revoked October 1, 2004.

28-15-15. Revoked September 21, 1992.

28-15-15a. Revoked October 1, 2004.

28-15-16. Permit requirements for public water supply systems.
28-15-17. Siting requirements.

28-15-18. Operation and maintenance requirements.

28-15-19. Disinfection of drinking water.

28-15-20. Revoked October 1, 2004.

28-15-21. Revoked October 1, 2004.

28-15-22. Revoked October 1, 2004.

KANSAS PRIMARY DRINKING WATER REGULATIONS
General

28-15a-1. (Reserved)

28-15a-2. Definitions; replaced terms.

28-15a-3. Coverage; conditions for exclusion.

28-15a-4. Variances and exemptions for small systems.

28-15a-5. (Reserved)

28-15a-6. Effective dates.

28-15a-7 through 28-15a-10. (Reserved).

Maximum Contaminant Levels

28-15a-11. Maximum contaminant levels for inorganic chemicals.
28-15a-12 through 28-15a-16. (Reserved)

28-15a-17 through 28-15a-20. (Reserved).

Monitoring and Analytical Requirements

28-15a-21. Coliform sampling.

28-15a-22. (Reserved)

28-15a-23. Inorganic chemical sampling and analytical requirements.
28-15a-24. Requirements for sampling and analyzing organic chemicals.
28-15a-25. Analytical methods for measuring radioactivity.
28-15a-26. Frequency of monitoring for radioactivity.

28-15a-27. Alternate analytical techniques.

28-15a-28. Approved laboratories.

28-15a-29. Monitoring of consecutive public water supply systems.
28-15a-30. (Reserved)

Reporting and Recordkeeping

28-15a-31. General reporting requirements.

28-15a-32. (Reserved)

28-15a-33. General record maintenance.

28-15a-34 through 28-15a-39. (Reserved).



Special Monitoring Regulations and Prohibition on Lead Use

28-15a-40. (Reserved)

28-15a-41. Special monitoring for sodium.

28-15a-42. Special monitoring for corrosivity characteristics.

28-15a-43. Prohibition on use of lead pipes, solder, and flux.

28-15a-44 through 28-15a-49. (Reserved).

Maximum Contaminant Level Goals and

Maximum Residual Disinfectant Level Goals (Reserved)

28-15a-50 through 28-15a-59. (Reserved)

Revised Primary Drinking Water Regulations:

Maximum Contaminant Levels and Maximum Residual Disinfectant Levels
28-15a-60. Effective dates for maximum contaminant levels and maximum residual disinfectant
levels.

28-15a-61. Maximum contaminant levels for organic contaminants.
28-15a-62. Maximum contaminant levels for inorganic contaminants.
28-15a-63. Maximum contaminant levels for microbiological contaminants.
28-15a-64. Maximum contaminant levels for disinfection byproducts.
28-15a-65. Maximum residual disinfectant levels.

28-15a-66. Maximum contaminant levels for radionuclides.

28-15a-67 through 28-15a-69. (Reserved).

Filtration and Disinfection

28-15a-70. General requirements for filtration and disinfection.

28-15a-71. (Reserved)

28-15a-72. Disinfection.

28-15a-73. Filtration.

28-15a-74. Filtration and disinfection: analytical and monitoring requirements.
28-15a-75. Filtration and disinfection: reporting and recordkeeping requirements.
28-15a-76. Filter recycling requirements.

28-15a-77 through 28-15a-79. (Reserved).

Control of Lead and Copper

28-15a-80. General requirements for control of lead and copper.

28-15a-81. Applicability of corrosion control treatment steps.

28-15a-82. Requirements for corrosion control treatment.

28-15a-83. Requirements for source water treatment.

28-15a-84. Requirements for lead service line replacement.

28-15a-85. Requirements for public education and supplemental monitoring.
28-15a-86. Monitoring requirements for lead and copper in tap water.
28-15a-87. Monitoring requirements for water quality parameters.

28-15a-88. Monitoring requirements for lead and copper in source water.
28-15a-89. Analytical methods for control of lead and copper.

28-15a-90. Reporting requirements for lead and copper control.

28-15a-91. Recordkeeping requirements for lead and copper control.
28-15a-92 through 28-15a-99. (Reserved).

Use of Non-Centralized Treatment Devices

28-15a-100. Requirements for public water supply systems using point-of-entry devices.
28-15a-101. Use of bottled water.



28-15a-102 through 28-15a-109. (Reserved).

Treatment Techniques

28-15a-110. General requirements for treatment techniques.

28-15a-111. Treatment techniques for acrylamide and epichlorohydrin.

28-15a-112 through 28-15a-129. (Reserved).

Disinfectant Residuals, Disinfection Byproducts, and Disinfection Byproduct Precursors
28-15a-130. Disinfectant residuals, disinfection byproducts, and disinfection byproduct
precursors:

general requirements.

28-15a-131. Disinfectant residuals, disinfection byproducts, and disinfection byproduct
precursors:

analytical requirements.

28-15a-132. Disinfectant residuals, disinfection byproducts, and disinfection byproduct
precursors:

monitoring requirements.

28-15a-133. Disinfectant residuals, disinfection byproducts, and disinfection byproduct
precursors:

compliance requirements.

28-15a-134. Disinfectant residuals, disinfection byproducts, and disinfection byproduct
precursors:

reporting and recordkeeping requirements.

28-15a-135. Treatment technique for control of disinfection byproduct precursors.
28-15a-136 through 28-15a-150. (Reserved).

Consumer Confidence Reports

28-15a-151. Applicability of requirement for consumer confidence reports.

28-15a-152. Effective dates for required consumer confidence reports.

28-15a-153. Content of consumer confidence reports.

28-15a-154. Required additional health information.

28-15a-155. Report delivery and recordkeeping.

28-15a-156 through 28-15a-169. (Reserved).

Enhanced Filtration and Disinfection for Systems Serving 10,000 or More People
28-15a-170. General requirements for enhanced filtration and disinfection for subpart H systems
serving 10,000 or more people.

28-15a-171. (Reserved)

28-15a-172. Disinfection profiling and benchmarking for subpart H systems serving 10,000 or
more

people.

28-15a-173. Enhanced filtration requirements for subpart H systems serving 10,000 or more
people.

28-15a-174. Enhanced filtration sampling requirements for subpart H systems serving 10,000 or
more

people.

28-15a-175. Enhanced filtration and disinfection reporting and recordkeeping requirements for
subpart

H systems serving 10,000 or more people.

28-15a-176 through 28-15a-200. (Reserved).



Public Notification of Drinking Water Violations

28-15a-201. General requirements for public notification.

28-15a-202. Tier 1 public notice - form, manner, and frequency of notice.

28-15a-203. Tier 2 public notice - form, manner, and frequency of notice.

28-15a-204. Tier 3 public notice - form, manner, and frequency of notice.

28-15a-205. Content of public notice.

28-15a-206. Notice to new billing units or new customers.

28-15a-207. Special notice of availability of results of unregulated contaminant monitoring.
28-15a-208. Special notice exceedance of the secondary maximum contaminant level (SMCL)
for

fluoride.

28-15a-209. Special notice for nitrate exceedances above MCL by non-community water supply
systems (NCWSS).

28-15a-210. Notice by department on behalf of the public water supply system.

28-15a-211 through 28-15a-299. (Reserved).

(Title Reserved)

28-15a-300 through 28-15a-399. (Reserved).

(Title Reserved)

28-15a-400 through 28-15a-499. (Reserved).

Enhanced Filtration and Disinfection for Systems Serving Fewer than 10,000 People
General Requirements

28-15a-500. General requirements for enhanced filtration and disinfection for subpart H systems
serving fewer than 10,000 people.

28-15a-501. Applicability of general requirements for enhanced filtration and disinfection in
subpart H

systems serving fewer than 10,000 people.

28-15a-502. Effective dates of requirements for enhanced filtration and disinfection in subpart H
systems serving fewer than 10,000 people.

28-15a-503. Compliance criteria for enhanced filtration and disinfection in subpart H systems
serving

fewer than 10,000 people.

28-15a-504 through 28-15a-509. (Reserved).

Finished Water Reservoirs

28-15a-510 through 28-15a-511. (Reserved)

28-15a-512 through 28-15a-519. (Reserved).

Additional Watershed Control Requirements for Unfiltered Systems

28-15a-520 through 28-15a-522. (Reserved)

28-15a-523 through 28-15a-529. (Reserved).

Disinfection Profile

28-15a-530. Disinfection profiling for subpart H systems serving fewer than 10,000 people.
28-15a-531. Criteria for avoiding disinfection profiling in subpart H systems serving fewer than
10,000

people.

28-15a-532. Effective dates for required disinfection profiling in subpart H systems serving
fewer than

10,000 people..



28-15a-533. Collection of disinfection profile data for subpart H systems serving fewer than
10,000

people.

28-15a-534. Calculation of inactivation ratio for subpart H systems serving fewer than 10,000
people.

28-15a-535. Inactivation ratio for viruses in subpart H systems serving fewer than 10,000 people.
28-15a-536. Retention of disinfection profile data for subpart H systems serving fewer than
10,000

people.

28-15a-537 through 28-15a-539. (Reserved).

Disinfection Benchmark

28-15a-540. Disinfection benchmark for subpart H systems serving fewer than 10,000 people.
28-15a-541. Significant changes to disinfection practice in subpart H systems serving fewer than
10,000 people.

28-15a-542. Consultation regarding significant change to disinfection practice for subpart H
systems

serving fewer than 10,000 people.

28-15a-543. Calculation of disinfection benchmark for subpart H systems serving fewer than
10,000

people.

28-15a-544. Disinfection benchmark for primary disinfectants other than chlorine for subpart H
systems serving fewer than 10,000 people.

28-15a-545 through 28-15a-549. (Reserved).

Combined Filter Effluent Requirements

28-15a-550. Requirements for combined filter effluent turbidity in subpart H systems serving
fewer than

10,000 people.

28-15a-551. Limits for strengthened combined filter effluent turbidity in subpart H systems
serving

fewer than 10,000 people.

28-15a-552. Alternative filtration demonstration for subpart H systems serving fewer than
10,000

people.

28-15a-553. Special provision for combined filter effluent in subpart H systems serving fewer
than

10,000 people.

28-15a-554 through 28-15a-559. (Reserved).

Individual Filter Turbidity Requirements

28-15a-560. Requirements for individual filter turbidity in subpart H systems serving fewer than
10,000

people.

28-15a-561. Contingency requirements for individual filter turbidity in subpart H systems
serving fewer

than 10,000 people.

28-15a-562. Special provision for continuous monitoring of combined filter effluent turbidity in
subpart



H systems serving fewer than 10,000 people.

28-15a-563. Follow-up actions to monitoring of individual filter turbidity for subpart H systems
serving

fewer than 10,000 people.

28-15a-564. Special provision for alternative turbidity exceedance levels in subpart H systems
serving

fewer than 10,000 people.

28-15a-565 through 28-15a-569. (Reserved).

Reporting Requirements

28-15a-570. Reporting requirements for enhanced filtration and disinfection for subpart H
systems

serving fewer than 10,000 people.

28-15a-571. Recordkeeping requirements for enhanced filtration and disinfection for subpart H
systems serving fewer than 10,000 people.



